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WHERE DOES OUR WATER COME FROM 6 GO TO? 

The water goes through the Treatment Works located beside the dam and is 
pumped to the Reservoirs on Mt Mutton and Summer Hill. From there water feeds 
by gravity to our homes which are on town supply. After we have used it, water is 
collected and flows largely by gravity to the Sewerage Treatment Works. Once 
treated, the water fows into Rocky Creek by gravity. 

WHERE DOES 

URALLA'S WATER 

COME FROM? 

What has to be removed before we can drink the dam water? 
• Bacteria and viruses e.g. from bird, kangaroo, sheep and cattle poo
• Silt, dust, ash
• Algae

How is the water treated? 
• Remove the lumpy bits and chemicals by coagulation, flocculation,

sedimentation, filtration.
• Disinfecti0n to kill the microbes
• Add tAe fluoride for our teeth -:.::
• Then pump to the Reservoir on Mt Mutton and Summer Hill

The Reservoirs hold 5ML, are at the same elevation and distribute 
water to approximately 800 households and businesses. The storage 
is about 4-5 days supply which requires water to be pumped to the 
Reservoirs every day. Water flows from the Reservoirs east to the 
main town and west as far as Rifle Range Road. 

When the water disappears down the plug hole or loo what 
has to happen to make it clean and safe? 
• Again, remove the lumpy bits
• Extract the excess nitrogen and phosphorus (the nutrients that

cause algal blooms)
• And disinfection to kill the microbes

Once the water makes it out of the ponds at Sewerage Treatment 
Works it is clean enough for the next town along the river to pump 
it out for treatment as drinking water. 

Join the conversation 
There is a quick poll on the ZNET web page where you can share your experiences 
as a user of town water. Every voice counts! zneturalla.org.au/water a
Contact Water Project Officer 0474 297 790, water@zneturalla.org.au c.: 
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All things water in Uralla Shire go to 0 U� &0
https://www.uralla.nsw.gov.au/Council-Services/Water-Supply _.. 0 

Water is collected into Kentucky Creek Dam, from a catchment of approximately 
20,000 ha, located both east and west of the New England Highway. The dam 
stores 500 ML of water which has only once dropped below 30% capacity
(in Feb 2020) since the dam wall was raised in the 1980s. When full our dam 
has 15-16 months supply with normal usage rates.

www.zneturalla.org.au/water
https://uralla.nsw.gov.au/Council-Services/Water-Supply





